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STEEL AGE 
OFFICE PARTITIONS 

• A complete range of panels 
in carefully selected colors, 
heights and widths. 

• Completely prefabricated 
panels and posts ready for 
installation. No plastering, 
painting or carpentry work. 

• No change in heating, light¬ 
ing or air conditioning sys¬ 
tems. 

• Quickly installed by regular 
maintenance personnel with¬ 
out disrupting office routine. 

• All connections completely 
hidden from sight, and no un¬ 
sightly plug buttons. 

• Changes in arrangement can 
be made at any time without 
reconditioning expenses. 

• All parts 100 per cent reus¬ 
able. 

• A lifetime of handsome, like- 
new appearance with little or 
no maintenance. 



a new dimension in space 


With today^s emphasis on attractive and efficient of¬ 
fices, free-standing, movable partitions provide a wel¬ 
come answer to the growing cost of office space. With 
this type of space division, a greater concentration of 
personnel can be comfortably and efficiently accom¬ 
modated without the need of additional floor space. 
And more economically, too, contrasted with the con¬ 
struction of permanent, bulky walls. 

But now a new dimension has been added . . . com- 
plete flexibility! Corry-Jamestown Corp., long recog¬ 
nized as a leading manufacturer of quality office furni¬ 
ture, has developed the revolutionary Steel Age Fiber¬ 
glass Office Partition. Colorful, durable and completely 
flexible, this unique partition line combines the first 
truly universal post-and-panel design with the finest in 
modem materials. 


Thanks to the flexibility of new Steel Age Partitions, 
you can divide office space to meet virtually any work 
plan, create economical areas of individual and group 
privacy, and provide a natural baffle against office noise 
and confusion. Then, at any time, you can easily and 
economically change the arrangement to keep pace 
with new demands. 

Steel Age Fiberglass Partitions are available from 
office equipment dealers throughout the country. And 
for investment purposes, these partitions are consid¬ 
ered office furniture rather than an addition to your 
building. 

Only Steel Age Fiberglass Partitions offer all these 
features ... 
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COLOR BEAUTY 
IN PARTITIONS 


Interesting and subtle textures of fiberglass, the 
natural beauty of satin finished aluminum and dis¬ 
criminate color selection make these the most attrac¬ 
tive partitions available. Panel colors were especially 
chosen by decorators to harmonize with modern 
trends in office decor, and with the combined colors 
offered in the complete line of Corry Jamestown office 
furniture. 

These select colors, molded through the entire 
cross-section of the fiberglass sheet, are permanent 
and stainproof. And from this depth comes a beauty 
and lustre impossible to obtain with ordinary painted 
surfaces. Contrasting or complementary colors can be 
chosen for each side of the partition or door panel so 
that varying color schemes can be used by adjacent 
departments sharing a common panel wall. 

Color selection and modular flexibility of these 
finely crafted panels permit easy blending into any 
setting for beauty combined with efficiency. 

Beauty that lasts . .. indefinitely 

When you specify these exclusive Corry Jamestown 
fiberglass partitions, you assure a lifetime of worry- 
free, care-free service. For the rugged construction 
of framing materials is matched by the lasting qual¬ 
ities of the fiberglass itself. 


Surf Green 


representative, or write to Corry, Pa. 


Glen Green Island Coral 

For special colors, consult the Corry Jamestown 


Standard Colors for 


Smooth-textured 


Standard accent colors for doors 


panels and doors 


Shell White 


Charcoal 


Birch Gray 


Autumn Brown 
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FIBERGLASS PANEL 

This new and completely unique Steel Age Partition 
panel is a homogeneous construction consisting of a 
specially-designed double honeycomb core, phenolic 
impregnated kraft and two fiberglass sheets, perma¬ 
nently bonded to a 16-gauge steel channel frame. The 
result is a 1%" panel, exceptionally strong, lightweight 
and capable of absorbing severe impact punishment. 
Surfaces are plumb and will not buckle or warp, re¬ 
gardless of the length of ‘‘run” or installation. 

Steel Age Partition panels can be cut at any point 
without diminishing the structural strength, because 
of this revolutionary construction. And in special cases 
where it is required, panels can be custom cut with a 
hacksaw and common handsaw at the installation site 
for perfect fit. 

Because the fiberglass has color “clear-through”, the 
assembled panel is essentially scratch-proof and mar- 
proof. There is no paint to chip or peel, and the panel 
can be used and re-used continually without wear or 
damage. Soil of any type, including indelible and du¬ 
plicator inks, paints and varnishes can be easily wiped 
off. And of course, soap and water, commercial clean¬ 
ing compounds, solvents and stain removers will never 
damage the natural finish of the fiberglass or the alu¬ 
minum posts and trim (all anodized). 



Impact-resistant 


Phenolic impregnated kraft 


Double honeycomb core 


Lightweight 


Color 
"Clear-Through”' 
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SNAP-LOCK GLAZING 
FOR PANEL INSERTS 

Glass in a variety of patterns, and other upper panel mate¬ 
rials, are quickly and easily installed into Steel Age Fiber¬ 
glass Partitions. No tools or special skills are required. The 
exclusive Snap-Lock* molding snaps firmly and positively 
into place with only finger-tip pressure, forming perfectly 
mitered comers and providing firm support for the insert. 

Strong, satin-finished aluminum trim channels are at¬ 
tached to the fiberglass panel by hidden connections, fram¬ 
ing the panel opening on three sides. The unique, flexible 
Snap-Lock molding strips are then positively locked into 
recesses in these channels. A specially-designed top molding 
strip locks on the top edge of the insert and fastens to the 
vertical posts for a neatly finished assembly. The upper 
panel cannot rattle, or be accidentally displaced. And Steel 
Age Partition design leaves no exposed glass edges to become 
damaged or cause injury. 



/IK 

B. Bottom and 
side molding 


All trim and molding used in Steel Age Partitions are pre¬ 
cut and matched for fit before shipping. Like all other parts, 
they can be changed and re-used at any time. 

*Pat. Pending 
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FLOOR MOUNTINGS 


The advanced design of Steel Age 
floor mountings permits hand¬ 
some, neatly-aligned installa¬ 
tions, regardless of floor condi¬ 
tions. Posts are furnished com¬ 
plete with foot leveling device and 
attractive plinth. Floor anchors, 
cups and base enclosures are used 
where specified. 

FOOT LEVELING DEVICE— -The ex¬ 
tra sturdy, %" screw allows a 
2" level adjustment and is sup¬ 
ported for entire thread length 
inside post. Screw cannot tip or 
wobble. A mar-proof, anti-skid 
pad totally encloses the foot. All 
steel parts are cadmium-plated 
for complete protection against 
washing compounds. 

FLOOR ANCHOR —Rugged, two- 
piece construction does not inter¬ 


Floor Anchor 


Leveling Foot 


UNIVERSAL POST AND 

POSITIVE PANEL ATTACHMENT 

The Steel Age Fiberglass Partition design is the first to 
permit a completely practical rearrangement of parti¬ 
tion members. The universal post construction and 
positive method of panel attachment are chief reasons 
for this exceptional flexibility. 

Only one post style is required throughout any in¬ 
stallation to accommodate one-two-three or four-way 
panel junctions. This same post also serves for electrical 
outlets and switches at any point in the installation, 
and will accommodate floor anchors where specified. 
Each post is conveniently furnished as a prefabricated 
member to fit the installation. 

Panels and posts are joined together by positive, 
screw connections, and the overlapping trim channel 
makes the fit continuous from top to bottom of the 
panel. There are no force-fits, springs or slides to 
weaken or cause damage, and each part is 100 per cent 
reusable. 

The tubular center of the post receives the post cap 
and expansion screw at the top, and the leveling screw 
at the bottom. The leveling screw is then fully sup¬ 
ported and cannot tip. 

These points of superior design are exclusive with Steel 
Age partitions: 

a. One universal post for any combination of panel junc¬ 
tions and panel heights. 

b. Butyrate filler strip . . . universal post cross-section . . . 
tubular section for cap and leveling screw . . . positive 
screw connection . . . overlapping trim channel. 


fere with height adjustment. 
Easily attached or removed (no 
special anchor-post required), 
anchor is recommended for end- 
of-run, through long runs and at 
door openings. 

PLINTH —The simplified, two- 
piece interlocking plinth is made 
of high-impact polystyrene and 
eliminates interference with erec¬ 
tion or leveling. Easily attached 
as the last step in installation, 
plinth cannot mar floors and is 
completely impervious to wash¬ 
ing compounds. 

CLOSED BASE —Two-piece, verti¬ 
cal telescoping design fits even 
irregular floor conditions. Posi¬ 
tively bolted to bottom of panel 
and equipped with leveling 
screws, enclosure can be added 
at any time. 
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STEEL AGE PANEL STYLES 
AND SIZES 

This wide range of panel heights, widths and top styles 
adds to the unique flexibility of Steel Age Fiberglass 
Partition design. Unlimited office space problems can 
be solved with combinations of these panel sizes and 
the Steel Age universal post. But Steel Age Fiberglass 
Panels can be readily furnished in custom sizes as well. 
And because of the homogeneous construction of the 
panel, it can be cut to any size at the site of installation. 
A hacksaw to cut the frame and an ordinary handsaw 
are the only tools required. Special contours can also 
be cut to match adjoining walls and existing molding. 


STANDARD PANEL HEIGHTS 
(Floor to Top Measurement) 


Standard-height 

AO It 


Intermediate-height 


CEILING HEIGHT 

Ceiling height partitions are sometimes required to enclose spe¬ 
cial private offices. To match general installations, Steel Age can 
supply this type of unit, although it is not a typical free-standing 
partition. Partitions are erected to a maximum height of 114" for 
this purpose. For greater height, top filler can be added from the 
partition top to meet the ceiling. 


Ceiling-height 


Executive-height 


UPPER PANEL STYLES 


Any of these materials can be furnished, fiberglass — Opaque fiberglass panels — 
or special materials can be used by pur- Pegboard — Cork board — Acoustical 
chaser, when required: Clear glass — board — Chalkboard — Double, sliding 
Translucent, fluted glass — Translucent, glass panes. 




ISTANDARD PANEL LENGTHS 

(Dimension Includes Panel 
\ and One Post) 

i additional sizes include 
\ 9 ", 12'' and 62" lengths 


60" 
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GATE (43" floor-to-top) 

FLUSH DOOR |55", 68", 78" standard height— 
68" or 78" Executive-Style) 
GLASS TOP (68" and 78" standard height, or 
68", 78" Executive-Style) 


DOORS FOR STEEL AGE 
PARTITIONS 

Steel Age Partition doors feature the same fiberglass 
construction, and share the inherent advantages of the 
partition panels. All doors can be furnished in three 
standard colors to match the partitions, or if you desire 
a distinguishing touch, there are four accent colors 
available. Contrasting colored panels can be used on 
opposite sides of any door. 

Door panels are a standard 34" wide to provide room 
for moving most desks and furniture without up-end¬ 
ing. And—maintaining the fiexible design of Steel Age 
Partitions—doors and hardware are completely revers¬ 
ible to allow for rearrangement. Doors can not warp, 
sag or spring because of sturdy hinge design and rigid 
door construction. 

To match all partition heights and provide optional 
selections, there are four standard door sizes and ten 
model variations. Included are fiush doors and gates 
and doors with top panels to match the partition style. 
(See page 6) Both styles are available in standard or 
floor-length (floor-to-top) Executive Style. 

DOOR SIZES AND MODELS 
(Floor to door-top measurement) 

43" Flush Door 68" Executive-Style, Glass Top* 

55" Flush Door 78" Flush Door 

68" Flush Door 78" Standard Glass Top* 

68" Standard Glass Top* 78" Executive-Style Flush Door 
68" Flush Door Executive-Style 78" Executive-Style, Glass Top* 

* Other insert materials listed on page 6. 


PARTITION 

HARDWARE 


Modem, anodized aluminum 
hardware gracefully complements 
the color and beauty of Steel Age 
partitions and doors. Tubular 
lock sets are standard equipment 
on all except 43" height doors. 

Neat, concealed-type door 
hinges are fully reversible and 
designed for long, maintenance- 
free operation. 


Here again the complete flexibil¬ 
ity of Steel Age Office Partitions 
is evident. Because of the uni¬ 
versal post design, electrical wir¬ 
ing can be provided on order, or 
added at the installation site— 
quickly and easily. And switches 
or outlets can be located wher¬ 
ever they’re needed along base 
molding or on the post. In many 
cases, wiring plans need not be 
complete before the partitions 
are installed. 
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SIMPLE, FAST INSTALLATION 

Simplicity of design means minimum supervision when 
you install Steel Age Office Partitions. Even an inex¬ 
perienced worker can quickly assemble panels and 
posts with only two or three simple tools. A layout 
drawing, accurate shipping list and practical instruc¬ 
tions are furnished for each installation. There are a 
minimum number of parts involved, and each post and 
panel are prefabricated to match the layout. 

Here is the simple, step-by-step method of erecting 
a Steel Age Partition: 

STEP 1 . Attach panel to post by means of two bolts, 
inserted into slots at top and bottom of panel end- 
face, tightening these bolts into post clamps. Note 
strength of overlapping bolt connection. 

STEP 2. Attach second post to opposite end of this 
panel. 

STEP 3. Place horizontal trim channel on top edge 
of panel. Bottom horizontal trim is then attached by 
means of two spring clips on bottom edge of panel. 
STEP 4. Level partition by adjusting foot leveling 
devices in post base. 

STEP 5. Rest glass in aluminum trim strip at top of 
panel, at the same time locating the glass into the 
trim strips on the posts. (Note: Glass is positioned 
from the side —not overhead). 

STEP 6. Now press the Snap-Lock molding into 
place at the base of the glass, and on both sides. Only 
fingertip pressure is required, yet molding locks in 
place, holding glass securely. Note neat fit of mold¬ 
ing and miter-like comers. 

STEP 7. Place the factory assembled glass molding 
and top aluminum trim strip on top edge of glass. 
STEP 8. Put post caps into place and secure with 
expansion screws. (Note: Caps, secured in place, 
hold top trim rigidly in position.) 

STEP 9. Finish base of post with two-piece inter¬ 
locking plinth. By adding plinth last, in this man¬ 
ner, these do not interfere with erection or leveling. 


PARTITION ACCESSORIES 

To complete the requirements of many customers, some 
accessories are available as complements to the finished 
partition. 

Like the basic partition components, these items are 
designed for appearance and efficiency. Without excep¬ 
tion, they can be easily installed where required dur¬ 
ing, or after, the initial installation. 


BOOKSHELF 

The convenience of having shelf space available is, 
in fact, doubled by the flexible Steel Age design. It per¬ 
mits the shelf to fit between any two posts throughout 
the installation, and can be located at any desired 
height. This sturdy, attractive bookshelf is available in 
panel lengths from 9" to 72". 


Secure glass with 
Snap-Lock molding. 




Attach panel to post. 
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^ Level the partition 


Attach second post to panel 


Attach trim to top and 
bottom of panel. 


Add top molding and trim 
lock into place. 


Attach plinth 



FAN SHELF 

Quickly installed, this shelf will 
support normal-sized office fans, 
or decorative items, and can be 
located anywhere on an open¬ 
sided post. 


WALL BRACKETS 


Recommended for use wherever 
partition run meets a permanent 
wall structure. These brackets 
allow partitions to be mounted 
flush, or spaced up to 6" from 
walls. 


ELECTRICAL 

SWITCHES 

AND OUTLETS 

Providing convenient access for 
office machines, lights, and other 
electrical devices, these neat-ap¬ 
pearing, easily installed switches 
and outlets can be located at ran¬ 
dom points on the panel base 
trim or posts. 
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Panel Positioning Plate 
Panel Clamp Plate 
Post Cross-Section 
Rubber Based Leveling Foot 
Interlocking Plinth (2 pc.) 

Upper Trim Locking Bracket 
Top Trim 
Middle Trim 
Bottom Trim 

Upper Panel Material (Glass, etc.) 
Steel Channel Frame (16-gauge) 
Fiberglass Panel 
Double Honeycomb Core 
Phenolic Impregnated Kraft 
Wire Space 


H. 

I. 

J. 

K. 

L. 

M. 

N. 

O. 

P. 

Q. 

R. 

S. 

T. 

U. 

V. 


CONSTRUCTION FEATURES 


A. Cap Expansion Screw 

B. Post Cap 

C. Post Filler Strip 

D. Snap-Lock Molding 

(2 pc.—bottom, sides) 

E. Snap-Lock Molding (1 pc.—top) 

F. Universal Post 

G. Overlapping Panel Trim, Vertical 


CORRY JAMESTOWN C 0 R P. 
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SUGGESTED SPECIFICATION 


Scope of Work 

Furnish and erect STEEL AGE Office Partitions as manufac¬ 
tured by Corry Jamestown Corp. Partitions shall be Rail- 
height, Interm^iate-height, Standard-height, Executive-height 
and/or Ceiling-height as indicated on the plans and specified 
hereunder. 

Panel Construction 

Panels shall be comprised of two sheets of molded fiberglass 
bonded to #16 gauge steel channel frame and reinforced 
honeycomb core, to form thick panel. Bonding materials 
to remain stable to temperatures of 200°F. and to soften at 
275° F. minimum. 

Upper Panels 

Except for 43" (hand-rail) high partitions, each partition 
section shall consist of an upper and lower panel. The upper 
panel shall be available in a variety of materials, such as: 
clear glass, or fluted translucent glass, peg board, cork board, 
chalk board, opaque or translucent fiberglass panels, etc. 
Panels shall be as indicated on the drawings. 

Flexible plastic extruded molding shall be provided for se¬ 
curing the transparent or translucent material used above the 
fiberglass panels. 

Top trim over glass panel shall be an aluminum extrusion 
which provides base for self-locking plastic molding. Hidden 
brackets shall be used to secure trim assembly to posts at each 
end. 

Shop Drawings 

Shop drawings indicating plan, elevation, hardware, and panel 
treatment shall be submitted to the architect for approval be¬ 
fore fabrication. 

Panel Colors 

Colors of fiberglass used in lower panels (standard or special) 
shall be molded into fiberglass sheets with pigmented polyester 
or Hetron (as specified) resin. Colors shall be as shown or as 
selected by architect. 

Post and Trim Construction 

All posts and decorative trim molding material shall be ex¬ 
truded aluminum, anodized in natural finish. 

Post cross section shall be “X” shape with retaining slots at 
each side for fitting with flush filler strips or panel clamping 
plates and glass moldings. Each post shall be universal, not 
only with respect to its use for attaching any number of panels, 
but also for provision of electric wiring, attaching floor anchors 
and other accessories. When partition is completely installed 
there shall be no visible indication of additional attachment 
provisions on posts. 

Post bottoms shall be provided with an inserted adjustable 
glide for leveling. Adjustment range to be 2". 

Leveling arrangement at post bottoms shall be covered with 
a trim plinth of molded, high-impact polystyrene. Plinth shall 
be of two-piece interlocking construction that may be attached 
at post base after final leveling operation, electric wiring, etc., 
has been completed. 

A %" diameter tubular section at the center of post cross 
section shall provide stable support for bottom leveling screw 
for its entire length and the adapter socket for locking post cap 
in place. 

Post tops shall be covered with molded acetate-butyrate 
plastic cap. This cap to be provided with a screw expander to 
provide positive locking to post. 

Attachment of auxiliary shelves, coat hooks, etc., shall be 
provided on any post side, at any height, by substituting a slide- 
in clamp plate in post retaining slot for a section of post filler 
strip. 


Post filler strips, used to close in open post side where panel 
is not attached, shall be extruded butyrate plastic, providing 
finished appearance and desirable styling effect. 

Panel Attachment Method 

Panel, complete with vertical trim, shall be fastened to post by 
clamp screw at upper and lower corners. These screws tighten 
into clamp plate located within post recess. 

Panel clamping screws and access channels at upper and 
lower panel edges shall be covered with horizontal aluminum 
trim molding. 

Partition Heights 

Standard heights from floor to top edge of partition are as 


follows: 

(a) Top of Hand Rail-height partition. 43" 

(b) Top of Intermediate-height partition. 55" 

(c) Top of Standard-height partition. 68" 

(d) Top of Executive-height partition. 84" 

(e) Top of Ceiling-height partition.to 114" max. 


Panel Lengths 

Partitions shall be made of standard panel lengths and shall 
be interchangeable. 

Standard panel lengths including one post shall be 9", 12", 
18", 24", 30", 36", 42", 48", 54", 60", 62", 66", 72". 

Special lengths shall be made from the next larger standard 
size panel, either at installations site, or at factory. 

Special irregular contours to panel ends for direct joining 
with walls, etc., shall be made, either in field or at factory. 

Corrosion Resistance 

All exposed surfaces of the partitions, (fiberglass panels, alu¬ 
minum extruded posts, molding pieces, and plastic filler strips) 
shall be completely corrosion proof by the nature of the ma¬ 
terials used. No finish coatings of any kind are to be used, 
with the exception of floor anchors and closed bases, which are 
of heavy gauge welded steel phosphatised, and finished with a 
durable baked black enamel. 

Electrical Wiring 

Easy installation of electrical outlets on post at any height, 
and on lower panel molding channel shall be provided for, 
either at factory before original installation, or at any subse¬ 
quent time, after installation is complete. No special posts or 
molding pieces shall be required. 

Floor Anchors 

Floor anchors shall be provided for posts on both sides of 
doors and intermittently, where required by good partition 
practice. Anchors shall be so designed that they may be easily 
attached or removed, that height adjustments may be effected. 

Doors and Door Hardware 

All doors shall be flush doors, 34-inches wide, of the same con¬ 
struction as the partition panels unless noted otherwise on 
plans. Trim and hardware shall be aluminum anodized in 
natural finish. (All doors except 43" height fitted with key lock.) 

Panel Weight 

Due to highly developed honeycombed core and fiberglass con¬ 
struction, rigidity and durability are obtained with minimum 
weight (approximately 21/4 pounds per square foot). This 
greatly facilitates handling for both shipping and erection and 
provides minimum floor load weight. 
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EXAMPLES OF ARRANGEMENT 



There is literally no limit to the number or types of 
space arrangements made possible by Steel Age Fiber¬ 
glass Partitions. The truly universal post design and 
the wide range of panel and door sizes are the keys to 
this adaptability. 

Here are just a few basic examples of partition ar¬ 
rangement with varying degrees of enclosure. 


LAYOUT PRACTICES FOR 
FREE-STANDING PARTITIONS 


Avoid^^ long straight runs, unsupported by corners or 
Tees’*. Floor anchors should be us^ for runs greater than 
15 feet in length. 

Intermittent use of floor anchors is recommended where 
there are more than 3 panels between corners. 

Proper coordination of desks and furniture and proper 
division of space will provide ample “cross runs” and elim- 
mate long, unsupported runs. 

In planning for doorways in partitions less than 84" high, 
AS? header above doorway) floor anchors, corners or 
Tees should be planned for, to preclude binding or 
springing of doors. (Allow 34for door opening) 

Floor cups are recommended to prevent inadvertent mis¬ 
alignment of partition installation. Adhesive is recom¬ 


mended for attaching cups to avoid marring floors, how¬ 
ever, guide studs or screws may be used. 

Because few permanent walls are plumb, and space usually 
is allowed for baseboard pipes and molding, wall brackets 
are recommended where partition post is adjacent to wall. 
Proper space between post and wall usually is from 
to 1 V 2 '\ Where flush wall bracket is recommended, add 
Vs" for thickness of bracket. 

Do not use partition heights in excess of functional require¬ 
ments. 43" height divides space but affords complete visual 
control,^ even from seated position. 54" height provides 
semi-privacy and eliminates visual and some audible dis¬ 
tractions to seated worker . . . but permits supervisory 
control. 68" height provides complete visual privacy. 84" 
height provides additional sound level reduction. 
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STEEL AGE OFFICE LAYOUT SERVICE 


Steel Age maintains an experienced staff which devotes 
full time to office planning and layout. Their very spe¬ 
cialized knowledge is offered as a free service in con¬ 
nection with the installation of Steel Age office furni¬ 
ture and partitions. 

This Office Layout staff is trained to relieve the busy 
architect of lengthy detail work, and to help business 
firms plan attractive, well organized offices. In addi¬ 
tion to the design of new office space, this department 


also deals with the modernization and improvement 
of existing and expanding offices. 

General information on the office involved can be 
provided directly by the architect or submitted through 
a qualified Steel Age office equipment dealer. The Of¬ 
fice Layout Service then transposes this data into spe¬ 
cific floor plans, including notes on furniture and parti¬ 
tion arrangements and recommendations for color and 
office accessories. 
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from a rough sketch ... to an accurate, detailed layout 


HERE’S HOW OFFICE PLANNING 

The success of any office planning project depends on 
the completeness of the information that can be sup¬ 
plied. Information should include a brief description, 
generally outlining job functions and titles, along with 
any rough sketches submitted. In the case of major 
new construction, or the expansion of existing quarters, 
the architect’s plan of the space should be submitted. 
Pertinent dimensions and notes on locations of win¬ 
dows, heaters, telephones, and any other more or less 
“permanent” features are very important. Where a 


WORKS 

revision of existing space is to be considered, a rough 
sketch will suffice as long as this same data accom¬ 
panies it. 

Through the Office Layout Service, completely pro¬ 
fessional office planning is now available not only to 
the architect faced with a tight work schedule, but also 
the businessman without trained personnel or proper 
facilities for this function. To the businessman partic¬ 
ularly, this is a valuable service, offered without cost. 
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A private office easily created from 
available floor space. Privacy and a de¬ 
sirable touch of prestige are important 
aids for supervisory personnel. 


Space-saving compart¬ 
ments make it easier to 
concentrate, control office 
traffic. 


A smart, attractive appearance 
goes hand in hand with office or¬ 
der and efficiency. 


Installations of Steel Age 
Office Partitions showing 
well planned, functional 
divisions of space. Note 
the varying degrees of 
privacy achieved. 
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The Perfect Partner for 

Corry Jamestown Fiberglass Office Partitions 


MODULAR CORRELATION FURNITURE 



Matched in Flexibility 
Matched in Functional Efficiency 
Matched in Fine Craftsmanship 



The flexibility and adaptability of the Correlation line 
is unequalled. You can start with basic units and add 
to them later ... or, you can create custom groupings 
you need at the outset. At any time you can add or 
expand ... or rearrange to suit the job needs (just as 



you can with Fiberglass Office Partitions). Many dis¬ 
tinctive optional features, and a wide choice of colors, 
makes it possible to outfit an office from “top to bot¬ 
tom” with Correlation ... always suiting the job and 
the person just right. 


COUNTER EQUIPMENT • FILES 

The Corry Jamestown line of quality office furniture 
features a variety of efficient counter units and a com¬ 
plete range of types and sizes of filing cabinets. 
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